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Make the right first impression with Amtico Entryway. All of the
designs in this collection — Ruffian, Recoarse and Take Back —
feature type 6,6 nylon and scraper fibres. This combination works
together to remove soil, moisture and debris at the door, preserving
the look and appearance of flooring throughout your building.
Choose from a range of colours, designs and textures which are
practical yet stylish and perfect for protecting and complementing
your Amtico flooring.

Number of designs 6 - Ruffian 2, Recoarse 2, Take Back 2 amtiCO
Total Thickness Ruffian & Take Back 8.9mm, Recoarse 8.7mm entr wa
Warranty 10 year commercial y y
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AMTICO ENTRYWAY TECHNICAL SPECIFICATION

Standard Collection Reference Symbol Result
Usage Classification Zu.lf_g akz,BlzeC(I:(oarse EN 1307 ﬁ’f’m 33
Ruffian & LC3
Luxury Class EN 1307
Recoarse & Take Back % LC4
Ruffian 5700
Total Weight (g/m?) Recoarse 1SO 8543 ﬁ 5300
Take Back 5400
Ruffian & Take Back 8.9
Total Thickness (mm) 1SO 1765 [
Recoarse 8.7
Ruffian 650
Pile Weight (g/m?) Recoarse 1SO 8543 @ 900
Take Back 1000
Ruffian 4.2
Pile Thickness (mm) Recoarse 1SO 1766 5.1
Take Back 5.4
Ruffian 0.157
Pile Density (g/cm?) Recoarse 1SO 8543 0.180
Take Back 0.185
Ruffian 85,000
Number Of Tufts (per m?) Recoarse 1SO 1763 195,000
Take Back 250,000
) Ruffian, Recoarse . () .
Fire futian, Reo EN 13501-1 C, sl
. Ruffian, Recoarse (22
Slip & Tore Back EN 13893 S Class DS
Colour Fastness Light Z”ngakz'Bzecf(oarse EN 1SO 105802 | mk >6
) Ruffian, Recoarse }
Rubbing & Take Back EN ISO 105 X12 4-5
Ruffian, Recoarse B
Water & Take Back EN ISO 105 EO1 4-5
Vertical Electrical Resistance (ohms) futtion, Recoarse ISO 10965 A <100
Static Charging (k) futtion, Recoarse ISO 6356 <2
) . - Ruffian, Recoarse
Dimensional Stability (%) & Take Back EN 986 S <0.1
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